Coatesville VAMC January 22, 2014
Renovate Building 69 Issued for Bid
Coatesville, PA 19320 Project No. 542-CSI-203

SECTI ON 102800

TO LET, BATH, AND LAUNDRY ACCESSORI ES

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. This section specifies manufactured items usually u sed in dressing rooms,
toilets, baths, locker rooms and at sinks in relate d spaces.

B. Items Specified:

1. Paper towel dispenser.
Waste receptacles.
Toilet tissue dispenser.
Grab Bars.
Shower curtain rods.
Clothes hooks, robe or coat.
Towel bars.
Metal framed mirror.

© © N o 0~ WD

Soap dishes.
10. Mop racks.
11. Stainless steel shelves, Type 44 . (10801-1.DWG)

1.2 SUBM TTALS

A. Submitinaccordance with Section 013323, SHOP DRAW INGS, PRODUCT DATA, AND
SAMPLES.

B. Shop Drawings:
1. Each product specified.
2. Paper towel dispenser.

3. Metal framed mirrors, showing shelf where required, fillers, and design
and installation of units when installed on ceramic tile wainscots and
offset surfaces.

Shower Curtain rods, showing required length for ea ch location.
Grab bars, showing design and each different type o f anchorage.
Show material and finish, size of members, and deta ils of construction,

installation and anchorage of mop racks.
C. Samples:
1. One of each type of accessory specified.
2. After approval, samples may be used in the work.
D. Manufacturer's Literature and Data:
1. All accessories specified.
2. Showtype of material, gages or metalthicknessin inches, finishes, and
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when required, capacity of accessories.
3. Show working operations of spindle for toilet tissu
4. Mop racks.
Manufacturer's Certificates:
1. Anodized finish as specified.

QUALI TY ASSURANCE

Eachproductshallmeet,asaminimum,therequirem
be a standard commercial product of a manufacturer
manufacturing items of type specified.

Each accessory type shallbe the same and be madeb

Each accessory shall be assembled to the greatest e
delivery to the site.

Include additional features, which are not specific
specification, but which are a part of the manufact
commercial product.

PACKAG NG AND DELI VERY

Pack accessories individually to protect finish.

Deliver accessories to the project only when instal
ready to receive them.

Deliver inserts and rough-in frames to site at appr
building-in.

Deliver products to site in sealed packages of cont
identification with manufacturer's name, brand, and
STORAGE

Store products in weathertight and dry storage faci

Protect from damage from handling, weather and cons
before, during and after installation in accordance
instructions.

APPLI CABLE PUBLI CATI ONS

Publications listed below form a part of this speci
referenced.Publicationsarereferencedinthetext
only.

American Society for Testing and Materials (ASTM):

A167-99(R2009)....Stainless and Heat-Resisting Chro
Plate, Sheet and Strip.

A176-99(R2009)....Stainless and Heat-Resisting Chro
Sheet, and Strip

A269-10........... Seamless and Welded Austenitic St
for General Service

A312/A312M-09.....Seamless and Welded Austenitic St
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A653/A653M-10.....Steel Sheet, Zinc-Coated (Galvani zed) or Zinc-Iron
Alloy-Coated (Galvannealed) by the Hot-Dip Proce SS
B221-08........... Aluminum and Aluminum-Alloy Extru ded Bars, Rods, Wire,
Shapes, and Tubes
B456-03(R2009)....Electrodeposited Coatings of Copp er Plus Nickel Plus
Chromium and Nickel Plus Chromium
C1036-06.......... Flat Glass
C1048-04.......... Heat-Treated Flat Glass-Kind HS, Kind FT Coated and
Uncoated Glass
D635-10........... Rate of Burning and/or Extent and Time of Burning of
Self Supporting Plastics in a Horizontal Positio n
F446-85(R2009)....Consumer Safety Specification for Grab Bars and
Accessories Installed in the Bathing Area.
D3453-07.......... Flexible Cellular Materials - Ure thane for Furniture
and Automotive Cushioning, Bedding, and Similar
Applications
D3690-02(R2009)...Vinyl-Coated and Urethane-Coated Upholstery Fabrics
C. The National Association of Architectural Metal Man ufacturers (NAAMM):
AMP 500 Series....Metal Finishes Manual
D. American Welding Society (AWS):
D10.4-86 (R2000)..Welding Austenitic Chromium-Nicke | Stainless Steel
Piping and Tubing
E. Federal Specifications (Fed. Specs.):

A-A-3002.......... Mirrors, Glass
FF-S-107C(2)......Screw, Tapping and Drive
FF-S-107C......... Screw, Tapping and Drive.

WW-P-541E(1)......Plumbing Fixtures (Accessories, L and Use) Detail
Specification

PART 2 - PRODUCTS

2.

1

A.

MATERI ALS

Stainless Steel:

1. Plateorsheet: ASTMA167,Type302,304,0r304L, exceptASTMAL176where
Type 430 is specified, 0.0299-inch thick unless oth erwise specified.

2. Tube: ASTM A269, Alloy Type 302, 304, or 304L.

Stainless Steel Tubing: ASTM A269, Grade 304 or 304 L, seamless or welded.
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Stainless Steel Pipe: ASTM A312; Grade TP 304 or TP
Steel Sheet: ASTM A653, zinc-coated (galvanized) co
Glass:

1. ASTM C1036, Type 1, Class 1, Quality g2, for mirror
Foam Rubber: ASTM D3453, Grade BD, Type 2.

FASTENERS

ExposedFasteners: Stainlesssteelorchromiumplat
adjacent surface.

Concealed Fasteners: Steel, hot-dip galvanized (exc
areas such as showers or bath tubs use stainless st

Toggle Bolts: For use in hollow masonry or frame co
Hex bolts: For through bolting on thin panels.

ExpansionShields: Leadorplasticasrecommendedb
for component and substrate for use in solid masonr

Screws:

1. ASME B18.6.4.

2. Fed Spec. FF-S-107, Stainless steel Type A.
Adhesive: As recommended by manufacturer for produc

FI NI SH
In accordance with NAAMM AMP 500 series.

Anodized Aluminum:

1. AA-C22A41: Chemically etched medium matte, with cle

Class | Architectural, 0.7-mil thick.
AA-M32 Mechanical finish, medium satin.

1. Chromium Plating: ASTM B456, satin or bright as spe
Condition No. SC2.

Stainless Steel: NAAMM AMP 503, finish number 4.
Ferrous Metal:

a. Shop Prime: Clean, pretreat and apply one coat of p

b. Finish:Overprimerapplytwocoatsofalkydorphe
and bake.

4. Nylon Coated Steel: Nylon coating powder formulated
bonding process to steel to provide a hard smooth,
notlessthan0.3mm(0.012-inch)thick,ratedass
tested in accordance with ASTM D635.

FABRI CATI ON - GENERAL

Welding, AWS D10.4.

Grind dress, and finish welded joints to match fini

Form exposed surfaces from one sheet of stock, free

Provide steel anchors and components required for s
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Form flat surfaces without distortion. Keep exposed
scratches and dents. Reinforce doors to prevent war

Isolate aluminum from dissimilar metals and from co
materials as required to prevent electrolysis and ¢

Hot-dip galvanized steel, except stainless steel, a
devices.

Shop assemble accessories and package with all comp
fittings, fasteners and keys.

Key items alike.
Provide templates and rough-in measurements as requ

Round and deburr edges of sheets to remove sharp ed

PAPER TOWEL DI SPENSERS

Surface mounted type with sloping top.

Dispensing capacity for 300 sheets of any type of p
Fabricate of stainless steel.

Provide doorwith continuous hinge atbottom,and e

lock ortumblerlock, keyed alike, attop and a ref

WASTE RECEPTACLES

Semi-recessed type, without doors. Fed. Spec WW-P-5
Fabricate of stainless steel.

Form face frame from one piece.

Provide removable waste receptacle of approximately
fabricated of stainless steel.

Waste receptacle key locked in place.

TA LET TI SSUE DI SPENSERS

Double roll surface mounted type.

Mount on continuous backplate.

Removable spindle ABS plastic or chrome plated plas

Wood rollers are not acceptable.

GRAB BARS

Fed. Spec WW-P-541/8B, Type IV, bars, surface mount
and ASTM F446.

Fabricate of either stainless steel or nylon coated
one type throughout the project:

1. Stainlesssteel: Grabbars, flanges, mounting plate
bolts, and exposed nuts and washers.

2. Nylon Coated Steel: Grab bars and flanges complete
and fasteners.

Concealed mount, except grab bars mounted at floor,
toilet partitions.
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1. Fabricate from 38 mm (1-1/2 inch) outside diameter

a. Stainless steel, minimum 1.2 mm (0.0478 inch) thick

b. Nylon coated bars, minimum 1.5 mm (0.0598 inch) thi

2. Fabricate in one continuous piece with ends turned
swing up and where grab bars are shown continuous a
showers,barsmaybefabricatedintwosections,wi
between.

3. Continuous weld intermediate support to the grab ba
Flange for Concealed Mounting:

1. Minimum of 2.65 mm (0.1046 inch) thick, approximate
diameterby13mm(1/2inch)deep,withprovisions
set screws for securing flange to back plate.

2. Insert grab bar through center of the flange and co
perimeter of grab bar flush to back side of flange.

In lieu of providing flange for concealed mounting,
specified, grab rail may be secured by being welded
covered with flange.

Back Plates:
1. Minimum 2.65 mm (0.1046 inch) thick metal.

2. Fabricateinonepiece,approximately6mm(1/4inc
sizedtofitflange. Provide slotted holes to accom

3. Furnishspreaders,throughboltfasteners,andcap
are mounted on metal partitions.
SHOWER CURTAI N RODS

Stainless steel tubing, ASTM A569, minimum 1.27 mm
thickness, 32 mm (1 1/4 inch) outside diameter.

Flanges, stainlesssteelrings, 66 mm(25/8inch)

with2holesoppositeeachotherforemm(1/4inch

bolts. Provide a set screw withinthe curvature of
the rod.

CLOTHES HOOKS- ROBE OR COAT

Fabricate hook units either of chromium plated bras
or stainless steel, using 6 mm (1/4 inch) minimum t
and cornersrounded smoothtothe thickness ofthe
minimum radius.

Fabricate each unit as a double hook on a single sh
permanentlyfastenedtothewallflange,providedw

TONEL BARS

Fed. Spec. WW-P-541/8B, Type IV, Bar, Surface mount
Either stainless steel, or chromium plated copper a

Bar Length: 450 and 600 mm (18 and 24 inches) as sh
Finish of brackets or supports same as bar.
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2.12

METAL FRAMED M RRORS

A. Spec. A-A-3002 metal frame; stainless steel, type 3

B. Mirror Glass:

1. Minimum 6 mm (1/4 inch) thick.
2. Set mirror in a protective vinyl glazing tape.

3. Usetempered glass for mirrors in Mental Health and
units.

C. Frames:

2.14

1. Channel or angle shaped section with face of frame
(3/8 inch) wide. Fabricate with square corners.

2. Use either 0.9 mm (0.0359 inch) thick stainless ste
steel, or extruded aluminum, with clear anodized fi

3. Filler:

a. Where mirrors are mounted on walls having ceramic t
flushwithwallabove, providefillers at void betw
and wall surface.

b. Fabricate fillers from same material and finish as
contoured to conceal the void behind the mirror at

Back Plate:

1. Fabricate backplate for concealed wall hanging of e
or cadmium plated 0.9 mm (0.036 inch) thick sheet s
face of mirror frame, and furnish with theft resist
fastenings.

2. Use set screw type theft resistant concealed fasten
mounting mirrors.

Mounting Bracket:
1. Designed to support mirror tight to wall.

2. Designed to retain mirror with concealed set screw

SOAP DI SHES

Fed. Spec. WW-P-541/8B, Type VI, Holder.

Class 1, Surface Mounted:

1. One piece with provisions for exposed fasteners.

2. Fabricate from chromium plated brass approximately
by 3- 3/4 inches) overall size with drainage openin

MOP RACKS

Minimum 1.0M (40 inches) long with five holders.

Clamps:

1. Minimum of 1.3 mm (0.050-inch) thick stainless stee
channel with a hard rubber serrated cam; pivot moun

2. Clampstoholdhandlesfrom13mm(1/2-inch)minimu
maximum diameter.
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C.

B.

C.

Support:

1. Minimum of 1 mm (0.0375 inch) thick stainless steel
to hold clamps away from wall as shown.

2. Drill wall flange for 3 mm (1/8 inch) fasteners abo
locations.

Secure clamps to support with oval head machine scr
continuous reinforcing back of clamps.

Finish on stainless Steel: AMP 503-No. 4.

STAI NLESS STEEL SHELVES (Type 44)
Shelves:

1. Fabricateshelvesof1.2mm(0.0478-inch)thickshe
shown.

2. Fabricateshelvesofhollowmetaltypeconstruction
asshown, with closedfronts, backs, endsandbotto
with1.2mm(0.0478-inch)thicksheetsteelhatcha
depth, welded to underside of top at bracket locati

3. Miter cuts, where made at corners of shelves, conti

Form brackets of 3 mm (1/8-inch) thick steel as sho
6 mm (1/4- inch) anchor bolts.

Weld or Screw brackets to shelves.

PART 3 - EXECUTI ON

3.

3.

1

2

A.

B.

PREPARATI ON

Before starting work notify Resident Engineer in wr
detrimental to installation or operation of units.

Verify with the Resident Engineer the exact locatio

| NSTALLATI ON

Set work accurately, in alignment and where shown.
level,freeofrackandtwist,and setparallelor
to line and plane of surface.

Togglebolttosteelanchorage platesinframe part
Expansion bolt to concrete or solid masonry.

Install accessories in accordance with the manufact
instructions and ASTM F446.

Install accessories plumb and level and securely an

Install accessories in a manner that will permit th
as designed and allow for servicing as required wit
hindering the performance of other devices.

Position and install dispensers, and other devices
of drawers, permitting ample clearance below counte
and ready access for maintenance as needed.

Align mirrors, dispensers and other accessories eve
installed in battery.
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H. Install accessories to prevent striking by other mo ving, items or

interference with accessibility.

3.3 SCHEDULE OF ACCESSORI ES
A. As indicated on drawings.

3.4 CLEANI NG

A. After installation, clean as recommended by the man ufacturer and protect
from damage until completion of the project.

---END---
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